
WALL HYDRANT MADE EASY™                                  Installation Instructions 

If your Wall Hydrant Made Easy™ (WHME) was purchased with a hydrant installed, start at Step 

9. 

Note: The WHME can be attached to the wall prior to hydrant installation. 

1. Acquire a ½” MIP wall hydrant of the appropriate length. Nominal hydrant length is the 

nearest even-numbered inch measurement of the WHME casing tube. (Dimensional 

information may be found at mitimfg.com.) 

2. Remove the sliding insert from the WHME mounting base to retrieve the screws and screw-

slot spacer rods. 

3. With the sliding insert removed, slide it onto the hydrant and center it against the hydrant 

flange to determine if/where the spacer rods will be needed in the screw slots. They are 

typically only needed when the hydrant flange holes are open-ended. 

4. Insert the spacer rods if/where needed. 

5. Place the sliding insert back into the mounting base. 

6. Apply thread sealant to the hydrant. 

7. Screw the hydrant (1/2” MIP) into the WHME (HAND-TIGHTEN ONLY). 

8. Attach the hydrant flange to the sliding insert using the provided screws. The spacer rods, if 

used, will help to keep the screws aligned. DO NOT OVER-TIGHTEN. 

9. Drill a hole through the wall sheathing/structure to allow insertion of the WHME. Note: the 

WHME casing is sloped 2.4° relative to the mounting base to ensure proper drainage. For 

angled or lapped siding, we recommend using a mounting block made for that particular 

siding to ensure a nice fit with the correct drainage slope. 

a. Minimum hole diameter 1-5/8”. 

b. Maximum hole diameter 3”. 

10. Secure the mounting base to the wall with user-supplied screws. 

11. Connect the water supply to the ½” FIP back end of the WHME, using thread sealant. 

12. Turn on water and test for leaks. 

 

 

 

 

 

WARRANTY NOTICE 

Midwest Innovative Technologies, Inc. warrants the Wall Hydrant Made Easy™ to be free from defects in 

material and workmanship for a period of one year from the date of shipment under normal use and 

service, provided the product is installed and used in accordance with the applicable instructions as issued 

by Midwest Innovative Technologies, Inc. The wall hydrant itself is subject to warranty by the hydrant 

manufacturer. 


